String Wou
i Filter Cartri

PFI WOUND DEPTH FILTERS INDUSTRIAL GRADE

e Available in a wide variety of lengths ~ Maximum Recommended Operating

and micron ratings from 9.75 to 50 Conditions
inches and 0.5-400 um Differential Pressur..........cccccevveeeeciveennn. 25 PSI
* Medias to fit all applications Temperature.........ccceeeeevveeeennen.. dependent
including: polypropylene, bleached upon materials of construction
cotton, FDA bleached cotton, natural
cotton, polyester, nylon and glass Dimensions
¢ Core materials include: Length...cccceeecieeeceiiiee e, 9.75 to 50 inches
polypropylene, 304 & 316 stainless (24.8 to 125 cm)
steel, tin and glass Performance Outside Diameter.......... 2.5 inches (6.5 cm)
Inside Diameter.........c...c...... linch (2.8 cm)
Construction Materials
Filtration Media.........c.cuu.e.... See Table Pressure Drop vs. Flow Rate
End Caps....cccoeeeeirveeennnnns Polypropylene : | | | | |
COre.nniiniiiieeee e See Table 45 I
O-Rings/Gaskets.............. Silicone, Buna, 40
Polyfoam, EPDM, Viton, Teflon B a5
(o

. - 230
Typical Applications g 25
Chemicals Pharmaceutical Yo
Consumer Products Photographic 2 15
Food and Beverage Plating Solutions & 1-0
Qils Vegetable Oils B
Paints Water 2'5
Inks Waste Treatment 0 2 4 4 8 10 12 14 16
Petro Chemicals Flow (GPM)

Water at Ambient

Ordering Information

|__Model | WicronRating | ____Media____| Diameter | __length | Core | __EndCap

0,5
1
2
3
> P = Polypropylene 10(25.4cm) P = Polypropylene None = DOE
10 = Folypropy 20 (50.8 cm) = rolypropy 2 =222 w/Fin
C = Bleached Cotton A=25 A=304SS
PFI - SW 20 30(76.2 cm) 3 =222 w/Flat Cap
CN = Natural Cotton BB =4.5 $=316SS
25 G = Glass Fiber 40 (101.6 cm) T=Tin 4 =226 w/ Flat Cap
50 B 50 (127 cm) h 5 =226 w/Fin
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